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The newly developed Mud Tight 
Towing Head has been designed 
specifically for use in directional 
drilling. Providing a cost effective 
Towing Head which prevents the 
ingress of drilling fluids into the pipe.

Manufactured from quality materials and based on 
a well proven design, the Towing Head incorporates 
several additional features which make it a unique 
product. The main one being the rubber seal which 
is housed within the Nose Cone / Outer Sleeve 
assembly. This seal, which bears against the end of 
the pipe, is manufactured from a rubber compound 
that ensures a good positive seal, whilst being 
resistant to damage.

The Mud Tight Towing Heads are suitable for SDR 
11, 17 and 21.

FEATURES

• Simple and quick to fit and remove

• Reliable

• Prevents fluid ingress

• Works over a range of SDRs

• Fully reusable

• High quality robust construction

• Size range 32 - 180mm

Optional

• Pipe towing head adapters
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Code Description

Mud Tight Pipe Towing Heads

04-73-056 32mm SDR11/17 

04-73-064 40mm SDR11/17 

04-73-065 63mm SDR11/17 

04-73-057 90mm SDR11/17/21 

04-73-058 110mm  SDR11/17/21 

04-73-059 125mm  SDR11/17/21 

04-73-062 180mm  SDR11/17/21 

Code Description

Pipe Towing Adapters

04-74-011 Dee shackle  3/8" (1.0 ton) 

04-74-012 Dee shackle 7/16" (1.5 ton)

04-74-013 Dee shackle 1/2" (2.0 ton) 

04-74-014 Dee shackle 5/8" (3.25 ton)

04-74-017 Dee shackle 10mm commercial untested

04-74-018 Dee shackle 12mm commercial untested

04-74-019 Dee shackle 5/16" (0.75 ton)

04-74-021 Dee shackle ¾" (4.75 ton)

04-74-022 Dee shackle 7/8" (6.5 ton)

04-74-029 Swivel eye to eye 6.0mm (0.4 ton)

04-74-030 Swivel eye to eye 8.0mm (0.5 ton)

04-74-031 Swivel eye to eye 10.0mm (1.0 ton)

04-74-032 Swivel eye to eye 12.0mm (1.6 ton)

04-74-033 Swivel eye to eye 16.0mm (2.4 ton)

04-74-035 Swivel eye to jaw 8mm (0.5 ton)

04-74-036 Swivel eye to jaw 10mm (1.0 ton)

04-74-037 Swivel eye to jaw 13mm (1.6 ton)

04-74-038 Swivel eye to jaw 16mm (2.4 ton)

07-01-011 Cable roller swivel link 2.0 ton tested

07-01-012 Cable roller swivel link 5.0 ton tested
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